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Newsletter  
  If anyone would like to contribute articles, information  or 

provide suggestions for the newsletter, please send them to me.  

We need to make this a group effort. 

   

 Thanks also to Peter Stoffel, who assists with note taking at 

the meetings, and to Mike Smith for the photos - much 

appreciated. 

 

Roger Callahan  (roger_callahan@bellsouth.net)  - Secretary 

  
 

Hide Glue 
 

 During our May meeting Eugene Thorndahl provided a 

most interesting presentation and a discussion on  'hide glue'. 

  

 
 Gene worked for Peter Cooper Corporation for 35 years 

and starting as a chemists, eventually became its president. 

Peter Cooper Corporation began making hide glue in 

approximately 1820's.  Hide glue has been around for 4000 

years and today one producer remains in the U.S.  Following 

the closing of Peter Cooper , in 1988 Gene  started his own 

company as a part time business selling hide glue. ( see: 

http://www.bjorn.net/ ) 

 

- Hide glue is made from the waste/scraps of the hide that 

is trimmed off when you make clothes and furniture. 

- Different from bone-glue (mainly made in China) ï 

which is not a good glue for furniture. 

- Cohesive strength 

Á Very hard 

Á Bone glue is crumbly 

- Hide glue is smelly in the manufacturing process 

Á Peter Cooper Company moved around a lot because 

of the smell! 

Á Peter Cooper also made gelatin products ï used in 

desserts! 

 

(cont'd on page 3) 
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Photo by Pete Stoffel  (Lie Nielsen plane display)  

Carpentry Merit Badge - Can You Help? 

 
Carpentry is one of four Historic Merit Badges to be 

reintroduced during 2010 for the BSA Centennial celebration. 

This merit badge was first offered in 1911-discontinued in 1952. 

 

On May 22
nd 

, Saturday, we are offering to assist Boy Scouts 

with the Carpentry  Merit Badge. This will occur from 8:30am 

until approximately 1:00pm at JPM. 

 

Please contact Jim Emory (jemery@carolina.rr.com),  if you can 

help out. 

 

P.S. Checkout the 1928 Carpentry Merit Badge Booklet at 

http://www.scouting.org/filestore/pdf/Carpentry.pdf 
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http://www.scouting.org/filestore/pdf/Carpentry.pdf


The Sawdust  

2   

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
Photo by Mike Smith  (Curt is of Lie Nielsen describing 
use of different planes.)  

 

LIE -NIELSEN TOOLWORKS HAND TOOL EVENT IN 

CHARLOTTE, NC  
 

   The month of May had a very busy week for CWA. 

Besides the Monday night regular gathering at the JPM shop 

to help each other with projects and  the monthly Tuesday 

meeting moved a week earlier to accommodate our presenter, 

CWA also hosted the Lie Nielsen Toolworks Hand Tool event 

here in Charlotte that same week.  That event required 

cleaning the shop on Wednesday night. On Thursday evening 

Lie Nielsen presented a terrific program for CWA-members 

only.  This program covered plane setup/ use and the 

sharpening of plane blades; and provided  an opportunity to 

try all of their planes.  On Friday and Saturday the event was 

open to the public and CWA volunteers were present to 

discuss CWA for those who might be interested in becoming 

new members.  On Saturday evening a group of CWA 

members help Lie Nielsen pack their planes, benches and 

other material for shipping. 

 

 Curtis and Andrew from Lie Nielsen were most 

appreciative of the support CWA provided and they had a 

successful event.  To express their appreciation and thanks,  

they donated four (4)  new DVDs to our library.  (David 

Powles said he plans to use one of them at an upcoming 

meeting to discuss workbenches.) 

 

 You may have noticed the picture of the plane display on 

page 1 that Pete Stoffel took.  Other pictures from the events 

taken by Mike Smith are also contained in the newsletter. 

 

  Everyone trying these planes quickly recognized their 

high quality and the superb functionality of these Lie Nielsen 

planes and the other products they had available at the event. 

 

Thank you to all that assisted to make a successful event.  

  

 
Photo by Mike Smith 

(see page 9 for additional pictures) 

 

 

CALENDAR OF EVENTS 
 

 

June 15th - 6:30pm CHARLOTTE WOODWORKERS 

ASSOCIATION MEETING   (Possible presentation on 

the use of Google SketchUp.) 

 

July 20th - 6:30pm CHARLOTTE WOODWORKERS 

ASSOCIATION MEETING    

 
WOODCRAFT STORE IN CHARLOTTE UPCOMING 

CLASSES: 

May 29 (Sat.)   Table Saw Use &Safety - 1pm - 4pm 

Jun   10 (Thur.) Scrollsaw Marquetry -  6pm - 9pm 

Jun   13 (Sun.) Bowl Turning - 12:30pm - 4:30pm 

Jun   17 (Thur.) Cane Chair Repair - 6pm - 9pm 

Jun   19 (Sat.)  Router II - Make a Hinged Box -  

   9:30am - 4:30pm 

Jun   26 (Sat.)  Finishing Your Hinged Box -  

   9:30am-12:30pm 

Jun   26 (Sat.)  Basis Lathe - Full Day - 9:30am - 4:30pm 

 

  

 

Treasurer's Report:  as of 4/31/10 
  

 
Opening balance          1952.33 
Deposits                          228.00 
Checks                             179.64 
Closing balance            2000.69 
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Hide Glue 
(cont'd from page 1) 

- In the 1800s glue was coming in from Europe.  Peter 

Cooper developed standards for the glue.   

- Those standards are still used today.  17 different grades of 

hide glue.  

Á Gram strengths or Bloom value: Signifies ...working 

time 

Á How fast is tacks 

Á How fast it sets 

- The higher the number the faster is sets and tacks. 

Á Highest 512 

Á Lowest 32 

- Middle ranges (192) used in woodworking. 

- A grade of 192 is commonly used for veneering 

- When you buy hide glue: Know what the grade it is! 

- The grade does not refer to the strength of the glue. 

Á From grade 85 to 512 : about the same strength 

Á Mid range is 251. 

- The higher the number the greater the shock resistance. 

However, not extremely different shock resistance  across 

levels. 

- For a rub joint: 

Á 379 gram strength typically used.   

Á You want a quick grab, so keep the water down. 

- Raw materials used in making the glue. 

Á Hide scraps used. 

Á Treated in a lime slurry for 60 to 90 days (depending 

on the temperature) 

- You get a certain quality of product: 

Á 30 mesh ï fine 

Á Coarse grade does not need to be ground as much 

- Same raw material can produce clear or dark glue. 

- Use a different chemical to extract the glue for the clear. 

Á Typically can extract 20% of the glue (dark glue) from 

the raw material.  

Á Clear glue 12-15% yield ï costs more. 

Á Can get clear in all of the grades. 

Á Clear finishes have a HC designations for High Clarity 

(clear and light colored) 

- Many times you buy glue they donôt tell you the grade 

number 

Á The key is to buy the same one every time 

Á You get one that you like and then buy a new bag and 

then you do not have to adjust to the new product. 

Á But a 192 is the same grade the world over.   

Á Mid range is 251 - moderate. 1-2minute set. 192 is two 

grade below that; i.e. longer set. 

- The grade number is the amount of weight in grams to push 

a İò plunger into a jar of glue chilled to 50 F for 17 hours, 

4 mm. 

Á That indicates molecular weight. The higher the 

weight the more complex the compound.  Denser. 

Á The number then correlates to set time, etc. 

  

 

 

 

Hide Glue 

 

 
 

- Hide Glue shrinks 

Á All the water you add evaporates. 

Á A gap between the two wood surfaces is a problem. 

Á It is a strong glue, but it doesnôt have a the internal 

strength to bridge a gap. 

Á One part glue to 1-1/2 parts water by weight. 

- For a shorter tack life, add less water 

- To extend the open time, add more water 

- Example:  a 251 can be extended to a 192 or a 164 

by doubling the water. 

- When is evaporates you still have the same strength. 

- When you have more glue solids you are less likely 

to have a ñstarved jointò with too much water and 

not enough glue material. 

- Some of that water goes into the wood fibers, some 

goes out the side of the joint.  But eventually, that 

water is all gone either way. 

- Finishing 

Á Hide glue will sand 

Á Will accept a stain 

Á For a smooth surface (ñSizingò): Put on a coat of hide 

glue. 10-15% solution (8 water to 1); sand; do it again. 

Á Sand it 

- Will gives you a very smooth finish that reacts just 

like wood to finishes. 

- A very watered down glue ratio when you are sizing. 

- Good for sealing end-grain 

- Good for stopping cherry from splotching 

 

 
(cont'd on page  4) 
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Hide Glue 
(cont'd from page 3) 

 

- How do you use it in the shop 

Á Mix it with COLD water 

- 1 glue to 1-1/2  water by weight 

Á Will look like oatmeal. 

Á Soak for 30 minutes 

Á Heat to 140 degrees.  130 to 150 fine 

Á If it is colder (130) it will set up more quickly 

Á Warmer (150) it will set up longer 

Á A glue pot will hold the temperature at 140. 

Á Can re-use the glue.  Helps to put it in the fridge for 

up a few months 

Á Just re-heat it.  May need to add a little water to make 

up for evaporation 

Á In the dry form it lasts forever.  Over 100 yearsé 

Á Is it food safe?  Yes. 

Á NOT waterproof!   

Á Must be applied hot/warm. 

- How do you recognize old hide glue?  And how do you 

make repairs 

Á There used to be an easy chemical test 

Á Get some chips out of the broken joint and wet it up.   

Á If it gets sticky between your fingers, hide glue 

- What about product called Liquid hide glue? 

Á Set up time 15 to 18 minutes 

Á Makes a good bond 

Á Downside: the chemical used to keep it liquid will 

pick up moisture in high humidity (for long period of 

time) and it will weaken.   

- Will lose impact strength 

- Will lose ultimate strength 

- Can neutralize the glue? 

Á Use alcohol will break the glue bond 

Á Ruins the glue that is on there.  Must be all removed  

and new glue reapplied. 

- Strength 

Á Shear block tests:  3,000 PSI 

Á Wood failure 

Á Today?  Technology probably makes the chemical 

glue better/stronger. 

Á If your wood is failing first, you really donôt need a 

stronger glue. 

Á Hide glue does not creep.  The bond will not move. 

- Double boiler  

Á A glass jar in boiling water 

Á It is okay to take it above 150.  Time is the key.  Donôt 

leave it a high temperature all day! 

Á If it gets to 180 ï take it off the heat. 

Á At 200 you will ruin the glue in a couple of hours 

- Adding a pinch of salt will extend your open time 

Á To keep it liquid at room temperature ï 30% salt to 

the dry weight of the glue 

Á If you just need one more minute ï add a pinch of salt 

- A aluminum vessel may cause the glue to darken. 

 

 

Hide Glue 

 

- Glycerin 

Á Add 6 ï 8% to the glue 

Á Makes the glue flexible 

Á Not the same adhesion ïthe glycerin will pick up 

moisture 

- Useful in organ making to make bellows When you have 

humid weather in the south ï does that significantly 

reduce the strength of the joint? 

- Is humidity in this area a problem ?Probably not.  To be a 

problem: 

Á Needs to be very humid for a long period of time 

Á Needs to be a stress joint 

- Clear glue has almost no smell! 

Á $9 per pound for clear glue 

Á $8 per pound for the colored glue. 

Á 5 pound bag minimum order 

- Squeeze out: - when making wide boards or top. 

Á When it gels after 5 or 10 minutes, scrape it off with 

your thumb nail and peel off the bead. 

Á If it is a tight joint it should pull right off. 

Á It cleans up easily. 

- Can use it as a wood filler 

Á Mix it with sawdust 

Á Must be a warm mix ï 140 

Á Must be a fine dust.  Sanding dust.  Saw dust is too 

coarse 

Á Will finish like wood 

- Coarse glue 

Á Grabs the water more slowly, wets out more 

uniformly Fine mesh glue may not absorb the water 

evenly and you may get dry spots 

Á Like mixing water into flower.  The finer the grind 

the more you have to work with it to get it wetted out 

evenly 

Á Very coarse glue, a "Pearl" glue grind ï has to be 

soaked overnight in a refrigerator.  That is something 

else all together.  Not recommended for amateurs. 

Á 20 mesh is typical; easier to grind.  Easiest to work 

with. Recommended. 

Á Fine grind  is 30 mesh.  Harder to wet out.   
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WHATôS HAPPENING ON MONDAY NIGHTôS AT JACKSON PARK 

Article by  Mike C. Smith, CWA member  May 10th, 2010 

 

 

 Hello everybody, I thought I would write a short article on what happens at Jackson Park on Monday nights.  A short time after 

we moved our meetings to our Jackson Park location, the Jackson Part Ministry needed a little help with fixing some furniture or 

maybe it was a little help with fixing up the shop.  In either case, a group of us decided that we could meet on a regular basis on 

Monday evenings at JP and help out with whatever we could do. 

 

 Now Mondayôs have been expanded to a regular weekly gathering and we do a little of everything.  Itôs a night where a scout 

might come by to get some help with his project.  We have had members come by on Monday who have had a need to use one of 

the woodworking machines.  You do know, the woodworking equipment at JP is available for our members to use. 

 

 

   
 

 

Itôs a night to come by if you want to help work on a project for Jackson Park. 

 

 

   
 
(cont'd on page 6) 
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Itôs a night to come by if you want a little help with your project. 

 

 

 
 

 

Sometimes itôs a time for a little self study. 

 

 

 
 

 The company is always good on Monday nights; the work can be very interesting and rewarding.  We can always use extra 

help and it can be a good way to learn a little bit about woodworking.   

 

 
  (cont'd on page 7) 

 


